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UL Standards 555 
NFPA Standard 90A 
ICC Building Codes

This product meets the requirements 
for fire dampers established by:

Fire Damper 
Series 05 Type B

UL Classified - 3 Hour Rating, Static 
For use in installations rated  3 hours or greater

Standard Profile (4¼”) 22 Ga. 
1 piece rollformed frame

Type B Damper 
Blades out of air-stream

Available for vertical and horizontal installations

Standard fusible link - 165°F 
(or w/optional 212°F)

Available in stainless steel

Available in single-section sizes from 
4” x 3” to 40” x 53” 
Multi-section sizes 
120” x 53” Vertical 
120" x 53" or 80" x 89" Horizontal
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“B” PAN 
HEIGHT

(V) VERTICAL MOUNT

INTERLOCKING STEEL 
BLADES 22GA.

FUSIBLE LINK 
(REPLACEABLE)

TOP BLADE RIVETED TO FRAME

BLADE SECTION 
COVER PLATE

ROLLFORMED ONE PIECE 
STEEL FRAME 22 GA.
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Part Number Format

Qty.
Mount Damper Size

Fusible Link Temp 
(165°F) std.

Factory Sleeve Option

(V) vertical 
(H) horizontal W H

Dimensions
Gauge Material

L K

SERIES
05 SERIES - Standard 3 Hour Static

TYPE
B

H = Horizontal
V = Vertical

DAMPER
WIDTH

DAMPER
HEIGHT

G = Galvanized, w/ 165° Link
H = Galvanized, w/ 212° Link
S = Stainless Steel, w/ 165° Link
T = Stainless Steel, w/ 212° Link


